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Abstract: The performance of all-V redox flow batteries (VRFB) will decrease when they are
exposed to dynamic electrochemical cycling, but also when they are in prolonged contact with
the acidic electrolyte. These phenomena are especially severe at the negative side, where the
parasitic hydrogen evolution reaction (HER) will be increasingly favored over the reduction of
V(III) with ongoing degradation of the carbon felt electrode. Bismuth, either added to the electrolyte
or deposited onto the felt, has been reported to suppress the HER and therefore to enhance the
kinetics of the V(II)/V(III) redox reaction. This study is the first to investigate degradation effects on
bismuth-modified electrodes in the negative half-cell of a VRFB. By means of a simple impregnation
method, a commercially available carbon felt was decorated with Bi2O3, which is supposedly present
as Bi(0) under the working conditions at the negative side. Modified and unmodified felts were
characterized electrochemically using cyclic voltammetry (CV) and electrochemical impedance
spectroscopy (EIS) in a three-electrode setup. Surface morphology of the electrodes and composition
of the negative half-cell electrolyte were probed using scanning electron microscopy (SEM) and X-ray
fluorescence spectroscopy (TXRF), respectively. This was done before and after the electrodes were
subjected to 50 charge-discharge cycles in a battery test bench. Our results suggest that not only the
bismuth catalyst is dissolved from the electrode during battery operation, but also that the presence
of bismuth in the system has a strong accelerating effect on electrode degradation.
Keywords: vanadium; redox flow battery; degradation; bismuth; electrochemical impedance
spectroscopy
1. Introduction
Throughout recent decades, redox flow batteries (RFB) have attracted considerable research
interest due to their aptitude for large-scale energy storage applications [1–4]. Probably the most
prominent and well-investigated system is the vanadium redox flow battery (VRFB), which was
developed in the 1980s by the group of Skyllas-Kazacos [5]. However, high capital costs still impede a
deeper market penetration and wider application. Therefore, the components of the VRFB must be
further optimized to realize a less expensive overall system. One possible approach is to increase the
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power density by enhancing the electrode kinetics for the respective half-cell reactions. This is especially
the case for the negative half-cell, where in recent studies the V(II)/V(III) redox reaction was found to
limit the overall system performance [6–10]. With ongoing electrode degradation, which manifests in
an altered surface composition of the carbon fibers, this limitation becomes even more pronounced,
since the kinetics of the V(II)/V(III) redox reaction largely depend on the presence of specific surface
functional groups [10–15]. While the nature of this correlation is still under debate, it is evident that an
inhibition of the V(II)/V(III) redox reaction will result in the parasitic hydrogen evolution reaction
(HER) becoming the preferred reaction in the negative half-cell [16–18]. For this reason, several catalysts
have been proposed and studied to enhance the V(II)/V(III) redox reaction [19]. Among others, such
as Ce [20], Ti [21,22], Nd [23], Sb [24], Nb [25] and W [26], Bi is considered a promising catalyst [27–33].
Besides low cost and toxicity it shows an enhancing effect on the kinetics of the negative half-cell
reaction, while effectively suppressing the HER. Remarkably, this is the case no matter if the bismuth
is used as an electrolyte additive [27], deposited onto the electrode [28,29,31–33] or integrated into
the carbon fibers via an electrospinning process [30]. Also, the choice of metallic or oxidic particles is
of minor importance, since inside the potential window of the negative half-cell, bismuth should be
present as Bi0 [33]. However, while the catalytic effect of bismuth and other metals is obvious from full
cell battery tests, many studies still rely on cyclic voltammetry (CV) and electrochemical impedance
spectroscopy (EIS) results obtained by stationary half-cell measurements. Since the carbon electrodes
used in VRFB are of porous nature, these investigations may not yield robust results if proper and
reproducible wetting is not ensured. Any change in electrode hydrophobicity, affecting the wetting
behavior, will drastically alter the electrochemical response of the examined electrode, as could be
demonstrated lately [34]. It is, therefore, not sufficient to discuss peak separation and peak currents
obtained by CV. Likewise, a meaningful interpretation of charge transfer resistances (RCT) extracted
from EIS measurements is not possible, if the effectively wetted surface area is not also considered.
Since a straightforward determination of this parameter is usually not possible, Friedl and co-workers
have proposed a normalization of RCT values by the double layer capacitance (CDL) [35–37], as the
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it is apparent that a plot of the inverse RCT over CDL will yield a slope directly proportional to j0.
In the work presented herein, the kinetics of the V(II)/V(III) redox reaction at Bi-modified
electrodes will be carefully evaluated before and after cycling in a battery tester. By following
the aforementioned methodology, we can discriminate changes in wetting behavior from actual
enhancement of kinetic properties.
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2. Results and Discussion
2.1. Catalytic Activity of Bismuth
Carbon felt electrodes were modified with Bi2O3 by a simple impregnation route. This involved
soaking felts in acidic bismuth nitrate solution, precipitating with ammonia and heat treatment at
300 ◦C under N2-atmosphere (Bi-GFD). To relate any observed change in electrochemical activity for
the V(II)/V(III) redox reaction only to the presence of bismuth and to rule out any influence of the
applied acidic, alkaline and temperature conditions, further felts were prepared as a reference. Felts
subjected to first acidic and then alkaline media were labeled as GFD-Ref, felts heat-treated afterwards
as GFD-Ref-HT. Felts only heat-treated were labeled GFD-HT, while untreated felts are referred to as
GFD-U.
Figure 1 shows scanning electron microscopy (SEM) images of untreated and Bi-modified felts.
While for GFD-U (Figure 1a) the fibers exhibit a smooth surface, in the case of Bi-GFD (Figure 1b)
they are covered by evenly distributed flakes. The energy dispersive X-ray (EDX) elemental mapping
in Figure 1c as well as the according spectrum in Figure 1d clearly show the presence of bismuth in
these particles [38]. The chosen impregnation route is therefore well suited for the preparation of
Bi-modified carbon felt electrodes.
(a) (b)
(c) (d)
Figure 1. SEM images of fresh carbon felts: (a) untreated GFD-U, (b) bismuth-modified Bi-GFD and
(c) elemental mapping for bismuth on Bi-GFD with (d) respective EDX spectrum.
Electrochemical activity of modified felt electrodes for the V(II)/V(III) redox reaction was
evaluated by CV and EIS. Prior to each measurement, electrode samples have been wetted by
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centrifugation to give reproducible results. Reproducibility was checked for GFD-U (results not
shown). In the CV measurements (Figure 2a), Bi-GFD shows an enhanced activity compared to
GFD-U, which manifests in reduced peak separation and increased peak currents. Also, no significant
differences in the CV response of GFD-U and the reference felts GFD-Ref, GFD-Ref-HT and GFD-HT
are observed. However, Nyquist plots in Figure 2b indicate enhanced performance not only for Bi-GFD,
but (less pronounced) also for all samples subjected to any treatment procedure. This can be seen from
reduced diameters of the displayed semicircles, which is similar to reduced RCT values. As was pointed
out earlier, a discussion of RCT without taking into account the wetted surface area does not allow for a
comparison of electrode kinetics. Since the EIS response of porous carbon electrodes is highly sensitive
to any changes of the wetted surface area [34], it must be clarified, whether the displayed differences
are due to altered wetting behavior or to altered kinetics. Therefore, EIS was conducted on electrode
samples of varying size. In Figure 2c this is shown exemplarily for untreated samples (GFD-U). The
diameters of the semicircles displayed in the Nyquist plot expectedly decrease with increasing sample
diameter. EIS data were fitted in a frequency range between 104–1 Hz using a simple model, consisting
of an ohmic resistance Rohm connected in series to a parallel combination of charge transfer resistance
RCT and double layer capacity CDL: Rohm− (RCT|CDL). Following the aforementioned approach of
Friedl and co-workers [35–37], the inverse RCT was plotted over CDL (Figure 2d). Fitting of the curves
yields a linear relation for all samples under investigation. As was pointed out earlier, the slopes of
the linear fits are direct measures for the exchange current density j0. Barely any deviation of these
slopes was observed for electrodes, which did not contain bismuth. This means that the differences
observed in Figure 2b are solely due to changes in wetting behavior and not related to altered kinetic
properties. In contrast to that, Bi-GFD shows a significantly higher slope compared to all other samples.
This demonstrates not only the catalytic activity of bismuth for the V(II)/V(III) redox reaction, but
also shows that any possible performance gains for bismuth-modified electrodes can be attributed
exclusively to the presence of bismuth, not to treatment conditions during bismuth deposition.
Batteries 2019, 5, 16 5 of 12
(a) (b)
(c) (d)
Figure 2. Measurements in three-electrode setup using differently modified carbon felt electrodes:
(a) IR-corrected CV curves, given currents normalized by electrode weight; (b) Nyquist plots of
modified carbon felts; (c) exemplary Nyquist plots of carbon felt with different diameters; (d) inverse
charge transfer resistance plotted versus double layer capacity.
2.2. Charge/Discharge Cycling
To study the degradation behavior of bismuth-modified carbon felt electrodes under real working
conditions, single cell battery charge/discharge cycling was performed. Cells employing either
bismuth-modified (Bi-GFD) or untreated (GFD-U) felts as electrode at the negative half-cell have been
cycled 50 times at a current density of 100 mA/cm2 within the voltage limits of 1.65 V for charging
and 0.8 V for discharging, respectively. Over the course of this experiment, in both cases a stable
cell performance in terms of energy efficiency (EE) was obtained, as can be seen from Figure 3a. For
Bi-GFD, a slightly higher EE (around 70%) was realized compared to GFD-U (around 66%). Also, the
achieved capacities (Figure 3b) are permanently higher for Bi-GFD. Based on the results shown in the
previous section, this had to be expected. Due to the catalytic activity of Bi, the overpotential for the
V(II)/V(III) redox reaction is lowered, resulting in a wider SOC window being accessible during both
charging and discharging, before the voltage limits are exceeded. However, over 50 cycles the capacity
is fading in a similar fashion as for the cell employing GFD-U. Prior to and subsequent to the cycling,
full cell EIS was conducted. The results are shown in Figure 3c. It is apparent that Bi-GFD shows lower
impedance than GFD-U both before and after cycling. Fitting the data to a model Rohm− (RCT|CPE)
reveals a similar decrease in CDL of around 38% for both cases (see Table 1). The increase in RCT is also
comparable while slightly less distinct for Bi-GFD (77%) than for GFD (88%).
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(a) (b)
(c)
Figure 3. Results of charge/discharge cycling in a battery test system: (a) energy efficiency; (b) capacity
over 50 cycles of charging and discharging at 100 mA cm−2; (c) full cell EIS data before and after cycling.
Table 1. Full Cell EIS parameters before and after 50 charge/discharge cycles at 100 mA/cm2. Values for
CDL were obtained by conversion of CPE parameters following Hirschorn et al. [39].
RCT (mΩ) CDL (mF)
GFD initial 40.9 5.37
GFD after 50 cycles 76.7 3.35
Bi-GFD initial 31.6 5.94
Bi-GFD after 50 cycles 55.8 3.69
These findings indicate that Bi-modification of carbon felt electrodes is not able to prevent
electrode degradation, since the loss of active surface area, manifested in the loss of CDL, is similar for
both unmodified and bismuth-modified electrodes. Furthermore, a total reflection X-ray fluorescence
(TXRF) spectroscopic investigation of the electrolyte gives strong evidence that bismuth is not stable on
the fibers during cycling. After 50 cycles, the bismuth content of the electrolyte in the negative half-cell
was determined to be 170µg/L. It seems therefore very likely that a leaching of catalyst occurred
throughout operation of the cell. The nevertheless stable cell performance is in good agreement with
Li et al. [27], who found an enhancing effect already, when bismuth was added to the electrolyte.
2.3. Evaluation of Aged Electrodes
Following the cycling experiment, the used electrodes were again evaluated in a similar fashion
as before cycling, to study the effect of electrode degradation on the kinetics of the V(II)/V(III) redox
reaction in a three-electrode setup. While GFD shows a reduced performance, apparent from reduced
peak currents in Figure 4a and a less steep slope in Figure 4b, Bi-GFD seems to be completely
deactivated after cycling. The CV shows no apparent redox peaks for Bi-GFD-A and the according
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kinetic slope practically equals 0. These results are to a certain extent surprising because even if the
bismuth was removed from the fibers during cycling, as implicated by the TXRF results, a remaining
performance at least comparable with that of GFD-U would have been expected. This being not the case
indicates that a modification of carbon felt electrodes with bismuth may enhance kinetics if bismuth
is present in the system, either on the electrode or at least in the electrolyte. However, on the other
hand it seems likely that the presence of bismuth has a strong accelerating effect on the degradation of
carbon fibers, leaving a completely deactivated electrode as soon as the bismuth is removed from the
system. The SEM images in Figure 5 support this assumption. GFD-A (Figure 5a) shows agglomeration
of material on the fiber surface with the overall fiber structure still being intact, whereas the fibers
of Bi-GFD-A (exemplarily shown in Figure 5b,c) appear heavily corroded with the latter being so
damaged that it appears to be split in half. To the best of our knowledge, this is the first time such
phenomena have been observed for bismuth-modified electrodes in VRFB. Furthermore, in the EDX
spectrum shown in Figure 5d no bismuth could be detected. Instead the spectrum shows peaks that can
be attributed to vanadium, sulfur, and oxygen [38], which presumably originate from the electrolyte.
The aluminum signal most probably originated from the used sample holder. However, since EDX is a
local probe with bulk characteristics, no general conclusion can be drawn from this spectrum. Still,
together with the TXRF results it supports the assumption that bismuth is not stable on the fibers
during cycling. At the moment, the results presented herein cannot be explained. Further studies are
needed to gain a deeper understanding of how the presence of bismuth affects the degradation of the
carbon fibers.
(a) (b)
Figure 4. Evaluation of aged electrodes in three-electrode setup: CV (a) and normalized EIS results (b).
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(a) (b)
(c) (d)
Figure 5. SEM images of aged carbon felts: (a) unmodified GFD-A; (b,c) Bi-modified Bi-GFD-A;
(d) EDX spectrum of Bi-GFD-A recorded at the spot shown in the inset.
3. Conclusions
In this study, carbon felt electrodes have been successfully modified with bismuth and studied in
the negative half-cell reaction of VRFB. By a normalization of EIS results obtained in a three-electrode
setup the catalytic properties of bismuth could be demonstrated. It was possible to attribute enhanced
kinetic properties of modified electrodes to bismuth alone and to rule out any possible influence of the
applied treatment methods. For the first time, bismuth-modified electrodes have been further subjected
to electrochemical stress in a battery tester and afterwards evaluated again in a three-electrode setup.
The results indicate that the presence of bismuth may have an accelerating effect on the degradation of
carbon fibers even though the activity in the system tests was retained over 50 cycles. Further studies
will be needed to explain these unexpected findings.
4. Materials and Methods
Unless otherwise stated, all chemicals were used as-received without any further purification.
4.1. Electrode Preparation
Carbon felts (GFD4.6; SGL Carbon, Meitingen, Germany) were immersed into a solution of 1 g
Bismuth(III) nitrate hydrate (99.999% metals basis, Alfa Aesar, Heysham, UK) in 100 mL 5% acetic acid
(Fisher Scientific, Loughborough, UK). After two days the soaked felts were removed and placed inside
a 1 M aqueous solution of ammonium hydroxide (Carl Roth, Karlsruhe, Germany) for one more day.
Subsequently, the impregnated felts were rinsed with deionized water (Merck Millipore, Darmstadt,
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Germany), dried over night at 80 ◦C and finally heat-treated for 3 h at 300 ◦C under N2-atmosphere to
yield Bi-GFD.
For comparison, further felts underwent a similar preparation procedure, but without the presence
of any bismuth salts: GFD-Ref (stored in 5% acetic acid for two days, then in 1 M ammonia for one
day, no heat treatment), GFD-Ref-HT (like GFD-Ref, followed by heat treatment for 3 h at 300 ◦C),
GFD-HT (pristine felt, heat-treated under aforementioned conditions). Untreated carbon felts were
labeled as GFD-U.
4.2. Electrode Characterization
Surface morphology and composition of the samples have been probed using a HITACHI UHR
FE-SEM SU8030 ultrahigh-resolution scanning electron microscope which was operating at 20 kV
acceleration voltage and coupled with an EDX spectrometer.
Quantification of bismuth was done by TXRF spectroscopy using a BRUKER S2 PicoFox device.
Ga(NO3)3 (Merck CertiPUR) was added to the sample as an internal standard. A drop of the mixture
was applied to a silicon-coated quartz glass sample plate and allowed to dry before initiation of TXRF
measurements.
4.3. Electrode Aging
Aging of electrodes was performed by subjecting them to prolonged charge/discharge cycling
in a battery test system (857 Redox Flow Cell Test System; Scribner Associates, Southern Pines,
USA). A 10 cm2 flow through Micro Flow Cell (Electrocell A/S, Tarm, Danmark), equipped with
an anion exchange membrane (FAP 450; Fumatech, Bietigheim-Bissingen, Germany) and graphite
plates (FU 4369 HT; Schunk Kohlenstofftechnik, Heuchelheim, Germany) as current collectors, was
used. Electrodes employed at the positive side were GFD-U in all cases. At the negative side either
GFD-U or Bi-GFD was used. Upon installation, the electrodes were compressed by 17%. 70 mL
commercial 1.6 M vanadium electrolyte (batch-no: 207445; GfE Gesellschaft für Elektrometallurgie
mbH, Nürnberg, Germany) per side were pumped at a flow-rate of 25 mL min−1. A constant nitrogen
flow was applied to keep the system under inert conditions. Cycling experiments were performed at a
constant current density of 100 mA cm−2 within the voltage limits of 1.65 V and 0.8 V for charging and
discharging, respectively. Each cell was charged and discharged 50 times. Before and after cycling,
full cell electrochemical impedance measurements (EIS) were performed at an open circuit potential
(OCP) of 1.4 V (corresponding to a SOC of 50% [40,41]), using a potentiostat Reference 3000 (Gamry
Instruments, Warminster, USA). An AC voltage of 10 mV was applied in a frequency range from
105–10−1 Hz.
Following a cycling experiment, the system was drained from electrolyte and washed with 3 M
sulfuric acid (Carl Roth). The cell was then disassembled and the electrodes from the negative side were
rinsed with deionized water and dried at 80 ◦C before further assessment in a three-electrode-setup
(see below). Aged electrodes obtained this way were labeled as either GFD-A or Bi-GFD-A.
4.4. Three-Electrode Measurements
Measurements in three-electrode setup were performed using a Gamry Reference 600 potentiostat.
The electrolyte was a 0.16 M V2+/V3+ (SOC 50%) solution obtained by dilution of pre-charged
commercial electrolyte with 2 M H2SO4. A Pt mesh served as counter electrode while a saturated
calomel electrode (SCE) with a potential of +248 mV vs. SHE was used as reference electrode. Carbon
felts of three different sizes were studied. From the samples of interest, pieces with 4, 6 or 8 mm
diameter were punched out using appropriate punching irons. Prior to measurement, each felt was
centrifuged in 5 mL electrolyte for 5 min at 9500 rotations per minute to ensure proper wetting.
Afterwards the felt was contacted by piercing it with a glassy carbon (GC) rod and used as the working
electrode. The setup was kept under N2 atmosphere during all measurements.
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CV measurements were performed at a scan rate of 1 mV s−1 within the scan limits of −0.3 and
−0.8 V vs. SCE. Since no stable OCP could be reached, start and end potential were set to be −0.5 V vs.
SCE. This is in good agreement with the expected OCP value of a 1:1-mixture of V2+and V3+. Typically,
three cycles were measured, from which the second was analyzed.
In the same setup, potentiostatic EIS experiments were conducted in a frequency range of
105–10−1 Hz using an AC amplitude of 10 mV. The DC potential was set to be −0.5 V vs. SCE
and the working electrode was conditioned at this potential for 5 min prior to the measurement.
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List of Symbols
The following symbols are used in this manuscript:
e0 permittivity of the free space
er relative dielectric permittivity
Awet wetted surface area
CDL double layer capacitance
F Faraday constant
j0 exchange current density
n number of electrons
R gas constant
RCT charge transfer resistance
T absolute temperature
Z′ real part of the impedance
Z′′ imaginary part of the impedance
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